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STENFLEX TYPE A-3

Accessories
• Vacuum support ring

• �Internal guide sleeve

• Flame proof protective cover

• �Protective hood

Technical Data

Maximum permitted operating pressure - 16 bar*

Maximum permitted temperature - +100°C

Burst pressure - >48 bar

Vacuum - >0.05 bar absolute with vacuum support 

ring (from sizes DN65)

*Maximum operating pressure to be set 30% lower for shock loads

Identification 

• Colour Code: EPDM-Orange, Perbunan-Red, Butyl-White

Hinge Restraints

• �Pivot for joint bars is located at the centre point of

the bellows

• The hinge restraints control the bellows movement

Applications
• For compensating angular movements

• �As a double or triple joint compensation system for

large movement applications such as:

- Ground and foundation settlement

- Tank settlement during filling

- Plastic pipe systems

- Apparatus engineering and tank construction

- Power station technology

EPDM, Perbunan & Butyl

Engineered Products & Solutions Ltd

Visit www.epands.com

Specification 
• �Engineered Products & Solutions angular rubber bellows

type EPSA-3

• ��Angular compensator consisting of a rubber bellow

and flanges

• �Welded hinge restraints to absorb reaction force from

internal pressure or vacuum

• �Oval flanges with stabilising collar and hinge restraints

• �Flanges drilled to EN1092 PN10/16 in carbon steel.

From sizes DN200 & above standard drilling is P10,

but also available with PN16 flanges upon request

• �Highly elasticated moulded bellows in various

rubber grades

• Synthetic fibre reinforcement

• Wire reinforced self-sealing rubber rim

Materials 

• Liner: EPDM, Perbunan or Butyl

• Reinforcement: Synthetic Fibre

• �Flanges: Oval shape with welded hinge restraints

in carbon steel drilled to EN1092 PN10/PN16

Rubber Bellow EPSA-3
Angular Bellows DN32-DN1000
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Data Table

Size Length Pressure ø di Bellows ø C Raised 
face

ø E Raised 
face

ø W convolution PN Flange ØD 
Flange

b Flange H Flange Angular Weight

DN BL mm Rating 
bar

 mm outer ø mm inner ø mm ø unpressurised 
mm

connection 
EN1092

Outer ø 
mm

thickness 
mm

height 
mm

Movement 
°

approx.
kg

32 125 16 31 +/-3 72 39 78 16 140 16 220 25 6.0

40 125 16 39 +/-3 81 45 86 16 150 16 230 25 6.5

50 125 16 49 +/-3 95 56 97 16 165 16 240 25 7.2

65 125 16 65 +/-3 115 72 113 16 185 18 260 25 8.6

80 150 16 77 +/-3 127 84 135 16 200 20 300 20 12.1

100 150 16 100 +/-3 151 109 160 16 220 20 350 15 14.0

125 150 16 127 +/-3 178 133 184 16 250 22 385 15 17.6

150 150 16 153 +/-3 206 161 212 16 285 22 420 12 20.4

175 150 16 176 +/-3 230 185 236 16 315 22 445 10 23.1

200 175 10 202 +/-3 260 209 265 10 340 25 470 8 34.5

250 175 10 252 +/-3 313 262 318 10 395 25 530 7 39.6

300 200 10 303 +/-3 363 312 373 10 445 25 550 6 45.2

350 200 10 344 +/-3 422 360 420 10 505 28 645 5 70.0

400 200 10 396 +/-3 472 410 460 10 565 32 740 5 95.0

450 250 10 435 +/-3 532 450 575 10 615 40 845 8 155.0

500 250 10 485 +/-8 584 500 625 10 670 40 895 7 190.0

600 250 10 585 +/-8 684 600 725 10 780 45 1020 6 250.0

700 275 6 680 +/-10 800 700 850 10 895 45 1140 5 290.0

800 275 6 780 +/-10 900 800 950 10 1015 45 1285 4.5 360.0

900 300 4 880 +/-10 1008 900 1050 10 1115 50 1385 4 425.0

1000 300 4 980 +/-10 1108 1000 1150 10 1230 55 1485 3.5 550.0

From sizes DN200 and above higher pressure rating available upon request
The measured BL (length) for sizes DN400-1000 is approximately 6mm shorter when installed

EPSA-3 Pressure rate standard program
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EPSA-3 Version Drawings

DN 32 - DN 150DN 175 - DN 1000

DN 175 - DN 1000 DN 32 - DN 150


